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VMV Series Technical Specification Report

Expanded customer specification report for VMV Series Vibratory Pile Drivers, including model overview,
performance data, hydraulic requirements, applications, safety notes, and support documentation.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

EXECUTIVE OVERVIEW

The Viking Marine Vibratory (VMV) Series is Viking Attachments LLC's excavator-mounted vibratory pile driver product line for
marine, foundation, dock, bulkhead, bridge, retaining-wall, shoring, and heavy construction work. The product line is built around
the same operating principle: use the carrier's hydraulic power to generate high-frequency vibration, reduce soil resistance, and
drive or extract piles with controlled force.

This expanded report organizes the VMV Series into a contractor-facing technical reference. It is intended to support sales review,
model selection, carrier compatibility screening, hydraulic setup, warranty activation, and customer onboarding.

The report does not replace the final model-specific quotation, owner manual, hydraulic test record, carrier load
chart, or warranty document. Before any unit is operated, the actual carrier must be checked for hydraulic flow,
pressure, back pressure, mounting compatibility, lift capacity, and safe operating configuration.

Core Value Proposition
* A scalable lineup: compact, mid-size, and heavy-duty VMV models for different carrier classes.
« Excavator-powered operation that reduces the need for separate power units on suitable jobsites.
« High-frequency vibration designed for pile driving and extraction across marine and civil applications.
» Marine-ready construction focus for docks, bulkheads, seawalls, bridges, foundations, and retaining structures.

« Louisiana-based Viking Attachments support for freight coordination, documentation, and customer service.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

MODEL OVERVIEW

The VMV product line currently includes three core models: VMV 57, VMV 818, and VMV 1835. The lineup scales from compact
units for small carriers to high-force units for larger excavators. Each model is intended to be matched to the carrier by hydraulic
capability, carrier weight class, attachment configuration, and jobsite requirements.

Model Recommended Carrier Class Operating Weight | Best-Fit Work Profile

VMV 57 5-10 ton excavators 1,140 Ibs Compact marine work, light sheet pile, dock repair, residential marine structures, tig
VMV 818 10-20 ton excavators 2,200 lbs Mid-size bulkheads, retaining walls, utility work, general contractor applications, ma
VMV 1835 20-35 ton excavators 5,700 Ibs Heavy marine piling, deep foundations, bridge work, infrastructure, production pile ¢

Model Selection Logic

Model selection should begin with the pile type, soil conditions, required production rate, and available carrier. A smaller unit may
be more efficient when access is tight or pile size is limited. A larger unit may be required when the project involves heavier pile
sections, deeper penetration, dense soil, bridge work, or production-level contractor use.

« Select the VMV 57 when maneuverability, lower carrier weight, and light-duty production are the controlling factors.
« Select the VMV 818 when the contractor needs a balanced mid-size unit for routine marine, retaining-wall, and sheet-pile work.

« Select the VMV 1835 when the job requires high-force output, heavier piles, larger carriers, or high-production field conditions.

Commercial Positioning

The VMV Series is positioned as a field-ready attachment family for contractors who need practical jobsite performance, fast
support, and clear documentation. The line is designed to help customers move from product selection to carrier setup, hydraulic
verification, warranty activation, and field operation with fewer gaps in the handoff process.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

OPERATING PRINCIPLE

A vibratory pile driver uses rotating eccentric mass to generate vertical oscillation. Once the pile is clamped, the vibration is
transferred into the pile section. This reduces skin friction and soil resistance, allowing the pile to advance into the ground or
release during extraction.

Compared with impact hammering, vibratory driving can reduce repeated impact shock. This is especially useful in marine, dock,
and urban or sensitive environments where controlled vibration, lower noise profile, and efficient extraction can be operational

advantages.
Excavator hydraulic power The VMV uses the carrier auxiliary hydraulic circuit to power the vibratory drive system. Proper flow, pressure, and return/ca:
Eccentric vibration system Rotating eccentric weight creates the vibration force used to reduce soil resistance and move the pile. Larger balanced syste
Clamp or grapple interface The clamp/grapple holds the pile section, positions it, and transfers vibration into the material being driven or extracted.
Carrier mount The mounting interface connects the VMV to the excavator or approved carrier configuration. Proper pins, coupler fit, and br:
Hydraulic return/case drain Return-line/back pressure must stay within specified limits to protect seals, motors, and hydraulic components.

URlSAsh The Potential of youc}
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

VMV 57 - COMPACT PILE DRIVER

The VMV 57 is the compact model in the VMV line. It is designed for smaller excavators and jobsites where access,
maneuverability, and lower attachment weight are important. This model is well suited for dock work, residential marine structures,
light sheet-pile applications, smaller timber or pipe piles, and support work where larger carriers are not practical.

VMV 57 Specification Value

Carrier class 5-10 ton excavators
Operating weight 1,140 Ibs

Hydraulic flow 15 GPM

Operating pressure 2,100-2,600 PSI
Maximum back pressure 210 PSI

Centrifugal force 50 kN

Vibration rate Approx. 2,140 RPM
Approx. frequency Approx. 36 Hz

Expanded Application Guidance
« Best for compact excavators working around docks, piers, small bulkheads, residential seawalls, and limited-access marine sites.
 Useful where site conditions do not support a larger carrier or where a smaller footprint improves operator control.

* Appropriate for light-duty pile driving, smaller pipe, lighter sheet pile, and tight-access service work when matched to the pile and
soil conditions.

Operational Notes

Because the VMV 57 is the compact model, correct carrier setup is especially important. The carrier must provide enough flow
and operating pressure without exceeding return-line/back pressure limits. Operators should confirm the excavator is in the
correct hydraulic mode and that the machine has enough lift and stability margin for the attachment, pile, and working radius.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

VMV 818 - MID-SIZE CONTRACTOR MODEL

The VMV 818 is the mid-size model in the VMV Series. It is intended to bridge the gap between compact utility work and heavy
production pile driving. This model gives contractors a broader operating window for bulkhead, retaining-wall, dock, utility, and
civil construction projects without requiring the largest carrier class.

VMV 818 Specification Value

Carrier class 10-20 ton excavators
Operating weight 2,200 lbs

Hydraulic flow 30 GPM

Operating pressure 2,500-2,700 PSI
Maximum back pressure 210 PSI

Centrifugal force 70 kN

Vibration rate Approx. 2,140 RPM
Approx. frequency Approx. 33 Hz

Expanded Application Guidance

« Best suited for general contractor use where pile sizes and soil conditions exceed compact model requirements.

« Strong fit for sheet-pile driving and extraction, marine bulkheads, docks, utility work, civil construction, and retaining structures.

 Appropriate for contractors who need a versatile attachment that can handle recurring marine and foundation work without moving
into the largest carrier category.

Operational Notes

The VMV 818 should be treated as a mid-production unit. Hydraulic flow and pressure must be measured under normal operating
RPM, and the return/case drain line must be verified before the unit is placed into service. If the carrier is near the lower end of the
recommended class, lift capacity and hydraulic performance must be checked carefully.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

VMV 1835 - HEAVY-DUTY PRODUCTION MODEL

The VMV 1835 is the heavy-duty model in the VMV line. It is intended for large carriers, heavier pile sections, and production
environments where force output, duty cycle, and jobsite durability are critical. It is positioned for marine piling, bridge work,
infrastructure projects, deep foundations, and high-production contractor operations.

VMV 1835 Specification Value

Carrier class 20-35 ton excavators
Operating weight 5,700 lbs

Hydraulic flow 36 GPM

Operating pressure 3,000-3,500 PSI
Maximum back pressure 210 PSI

Centrifugal force 180 kN

Vibration rate Approx. 2,140 RPM
Approx. frequency Approx. 35 Hz

Expanded Application Guidance
« Best for deep foundation work, heavier marine piling, bridge and infrastructure projects, and high-production environments.
« Appropriate when the job requires stronger pile penetration, larger carrier support, and sustained contractor-grade use.

« Useful for marine and offshore environments where productivity and durability are primary purchase factors.

Operational Notes

The VMV 1835 requires the greatest attention to carrier match, hydraulic output, lift capacity, and jobsite planning. The carrier
must be able to safely handle the attachment and pile at the working radius. Operators should confirm hydraulic requirements,
verify back pressure, inspect the mount, and document setup before field use.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

PERFORMANCE SPECIFICATIONS

Performance specifications help the customer understand the relative force, speed, and hydraulic demand of each VMV model.
These values should be used for preliminary model comparison and carrier screening. Final compatibility must be confirmed using

the model-specific documentation and actual hydraulic readings from the carrier.

Specification VMV 57 VMV 818 VMV 1835
Centrifugal force 50 kN 70 kKN 180 kN
Vibration rate ~2,140 RPM ~2,140 RPM ~2,140 RPM
Frequency ~36 Hz ~33 Hz ~35 Hz
Hydraulic flow 15 GPM 30 GPM 36 GPM

Operating pressure

2,100-2,600 PSI

2,500-2,700 PSI

3,000-3,500 PSI

Maximum back pressure

210 PSI

210 PSI

210 PSI

How to Read the Table

« Centrifugal force indicates the vibratory force available to help overcome pile and soil resistance.

« Vibration rate and frequency describe the oscillation speed of the unit during operation.

* Hydraulic flow and pressure define what the excavator must supply for the unit to perform properly.

* Back pressure is a protection limit. Exceeding the stated value can create component stress and may affect warranty eligibility.

Performance Risk Controls

The most common performance gap is not the attachment itself - it is mismatch between the attachment and the carrier. A unit
may underperform if auxiliary flow is low, hydraulic mode is incorrect, return pressure is too high, hoses are undersized, couplers
are restrictive, or the excavator cannot maintain the required pressure at operating RPM.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

HYDRAULIC REQUIREMENTS & OPERATING

PARAMETERS

Hydraulic setup is a mandatory operating and warranty-control step for the VMV Series. Each unit must be connected to a carrier
that can supply the required flow at the specified pressure while maintaining acceptable return-line or case drain pressure.

The hydraulic system should be tested at normal operating RPM. Gauge readings should be documented before the customer
places the unit into service. This provides a baseline record for performance, warranty activation, troubleshooting, and dealer

support.

Required Check Expanded Requirement

Confirm the carrier can deliver the required GPM for the specific VMV model. Insufficient flow can reddce vibration performance

Auxiliary hydraulic flow

Operating pressure

Measure operating pressure at the VMV inlet using an appropriate pressure gauge and compare against the model range.

Return/case drain pressure

Confirm return-line or case drain pressure does not exceed 210 PSI. This is a critical protection limit.

Hydraulic mode

Confirm the carrier is configured for the correct auxiliary mode, such as hammer/free-flow or the appro

Qil condition

Confirm hydraulic oil condition, cleanliness, and appropriate oil type before operation.

Hose and coupler restriction

Inspect hoses, couplers, fittings, and routing for restrictions, damage, or incorrect sizing.

Hydraulic Setup Workflow

« Start with carrier identification: excavator make, model, serial number, and hydraulic configuration.

« Confirm the correct VMV model and serial number.

ed carrier setting.

» Connect calibrated gauges and measure flow, operating pressure, and return/case drain pressure at normal operating RPM.

» Record the results on the Hydraulic Settings Submission Form.

« Submit gauge photos, serial number plate photo, and the completed form to Viking Attachments for warranty activation.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

GRAPPLE / CLAMP CAPACITY

The VMV clamp/grapple system is designed to handle, position, secure, and transfer vibration into approved pile sections. The
clamp opening and closed dimensions support a practical range of pile materials used in marine and foundation work.

Specification All VMV Models

Grapple opening Up to 22 inches

Grapple closed 4 inches

Primary function Secure pile handling, positioning, driving, and extraction

Use condition Only use within the attachment, pile, and carrier capacity limits

Clamp Use Notes
« The pile must be properly seated and secured before vibration is applied.
 The operator should avoid side-loading, dragging, or using the attachment outside its intended pile-driving function.
 Clamp surfaces, pins, bushings, hoses, and connection points should be inspected before daily use.

« The carrier must remain stable at the working radius with the combined weight of the VMV attachment and pile section.

APPLICATIONS

The VMV Series supports a wide range of pile-driving and extraction applications. The correct model depends on pile type, pile
size, soil resistance, carrier class, jobsite access, production requirements, and hydraulic capability.

Application Area Typical Use

Marine and dock construction Dock piles, pier work, residential and commercial marine structures
Bulkheads and seawalls Sheet pile, vinyl/PVC pile, and related retaining structures
Bridge and retaining walls Bridge abutments, soldier pile walls, retaining-wall construction
Foundation and shoring Temporary and permanent shoring, casing, beams, and foundation support
Pile extraction and repositioning Removal or adjustment of sheet pile, timber pile, pipe, and structural sections
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

PILE TYPES & FIELD USE CASES

Pile type has a direct impact on model selection. The same VMV model may perform differently depending on soil density, pile
material, embedment depth, pile length, pile shape, and whether the job is driving or extracting.

Pile / Material Type Expanded Use Case

Steel sheet pile

Common for seawalls, cofferdams, bulkheads, shoring, and retaining applications. Model choice depends on sheet profile, depth, &

Vinyl/PVC sheet pile

Common for residential seawalls and lighter bulkheads where corrosion resistance and lower weight are priorities.

H-beams / I-beams

Used in soldier-pile walls, bridge abutments, and civil construction. Carrier and clamp fit must be reviewed carefully.

Timber piles

Common for docks, piers, dolphins, mooring posts, and small marine structures. Typical references include 8-16 inch diameter and

Pipe and casing

Used in foundation, shoring, and marine applications. Wall thickness, diameter, and soil conditions must be evaluated.

Model-to-Use Matrix

Primary Decision Factors

Model Best Application Fit
VMV 57 Light-duty pile driving; compact marine and tight-access work Carrier size, access, lighter piles, smaller production|demand
VMV 818 Mid-size marine, bulkhead, retaining-wall, utility, and civil projects Balanced force, broader contractor use, mid-size carrier availability
VMV 1835 Heavy-duty marine, infrastructure, bridge, deep foundation, and prbliyletioforeerkarger carrier, heavier piles, production|schedule
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

ENGINEERING & BUILD

The VMV Series is designed around field durability, hydraulic efficiency, and jobsite practicality. The structure, vibration system,
dampening, hydraulic drive, and mounting interface must work together as a complete attachment system.

Build Feature Expanded Description

Welded structural steel construction Provides the main strength and durability required for marine and contractor use. Welds and structural plates should be inspec

High-frequency eccentric vibration systerenerates the oscillation required to reduce soil resistance and move pile sections efficiently.

Elastomer vibration dampening Helps reduce vibration transfer into the carrier and can reduce machine stress during operation.

Hydraulic motor-driven system Uses excavator hydraulic power, eliminating the need for a separate power source when the carrier is properly configured.
Mounting compatibility Supports quick coupler or custom mounting solutions when engineered and installed correctly.

Industrial finish and branding Supports Viking Attachments product identity while protecting the attachment for field use.

Build Quality Control Points

« Confirm model, serial number, and finished configuration before delivery.

« Inspect welds, plates, fasteners, pins, bushings, hydraulic hoses, fittings, and coupler interface.
« Verify clamp/grapple operation before release to customer.

 Confirm decals, safety warnings, and required documentation are included.

« Confirm hydraulic settings documentation and warranty activation instructions are provided to the dealer/customer.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

COMPATIBILITY & SAFETY

Compatibility must be confirmed before installation and operation. A correct match requires more than carrier weight class. The
carrier must provide the proper hydraulic flow, pressure, return/case drain configuration, lift capacity, mounting geometry, and
stability at the working radius.

Compatibility Area Required Review

Carrier class Confirm excavator size is within the recommended model range.

Hydraulic output Confirm flow, pressure, and back pressure using calibrated test equipment.

Mounting geometry Confirm coupler, pins, bracket, and linkage fit before field operation.

Lift capacity Use the exact carrier load chart and deduct the weight of the attachment, coupler, bucket if installed, and pile section.
Jobsite conditions Review ground stability, overhead hazards, water work, nearby structures, utilities, and exclusion zones.

SAFETY AND OPERATIONAL NOTES

» Use the VMV Series only for pile driving, sheet-piling, pile handling, positioning, and extraction within approved capacity.
« Do not use the VMV attachment to lift personnel or loads outside approved attachment and carrier limits.

» Wear gloves, steel-toe boots, hearing protection, eye protection, and high-visibility clothing.

« Maintain a controlled exclusion zone around the active machine and pile-driving area.

« Inspect all components before daily use, including mounting pins, bolts, hoses, fittings, clamps, guards, welds, and quick-coupler
engagement.

« Stop operation immediately if abnormal noise, vibration, hydraulic leakage, excessive heat, unstable pile movement, or carrier
instability occurs.

Daily Torque Reference

Fastener Size Torque

M12 80 Nm
M16 200 Nm
M20 400 Nm
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

MAINTENANCE, DOCUMENTATION & WARRANTY
SUPPORT

Proper documentation protects the customer, dealer, and Viking Attachments. Hydraulic setup records, pre-delivery inspection
records, serial number photos, gauge photos, warranty registration, and maintenance logs should be retained in the customer file.

Warranty support depends on clear evidence of correct setup, proper operation, and timely reporting. Failure to document
hydraulic settings, back pressure, carrier configuration, and serial information can create avoidable claim delays.

Document / Record Purpose

Hydraulic Settings Submission Form Confirms flow, pressure, back pressure, carrier setup, and warranty activation support.
Warranty Registration Connects unit, customer, dealer, purchase date, and serial number.

Pre-Delivery / Pre-Sale Inspection Confirms unit condition before delivery or customer release.

Maintenance Log Documents lubrication, inspections, repairs, service intervals, and operator notes.
Photos of Gauge Readings Verifies measured hydraulic setup values at the time of inspection.

Serial Number Plate Photo Confirms exact unit identification for service, warranty, and parts lookup.

Recommended Customer Handoff Package

« Final invoice or bill of sale.

« VMV model-specific technical specs and owner manual.
« Warranty statement and registration document.
 Hydraulic settings submission form and gauge photos.

» Maintenance log template.

 Contact information for Viking Attachments support.
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EXPANDED VMV SERIES TECHNICAL SPECIFICATION REPORT

DOCUMENT CONTROL & CUSTOMER SUPPORT

This expanded report should be treated as a sales, technical, and customer-support reference. Final project decisions must still
be verified against the exact machine configuration, field conditions, and the latest model-specific documentation.

Company Viking Attachments LLC

Address 146 Taylor Rd, Morgan City, LA 70380

Phone 985-745-6200

Website www.viking-attachments.com

Document Title Expanded VMV Series Technical Specification Report
Product Line Viking Marine Vibratory (VMV) Series

Models Covered VMV 57, VMV 818, VMV 1835

Copyright © 2026 Viking Attachments LLC. All Rights Reserved.

Final Field Use Disclaimer

Technical specifications are provided for planning and compatibility review. Values must be confirmed against the final quotation, model-specific
owner manual, final specification sheet, and actual hydraulic test readings before operation. Viking Attachments LLC may update specifications,
documentation, and product configurations as the VMV Series continues to develop.

The VMV Series delivers a full-spectrum solution for contractors - from compact jobsite efficiency to high-force
production-level pile driving - engineered for reliability, performance, and real-world field conditions.
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